


10) Clean the surface with rubbing alcohol and insert the
       grab bar into the two 1 1/4”  holes. Hold down firmly,
       allowing the tape to adhere to tile wall.

 11) Remove the grab bar. The front of the WingIts will be
       visible.

 12) With the screw flush to the
        back of the WingIt, hit the
        screw firmly, yet gently, with
        a rubber hammer.  This will
        push the wing assembly
        through the wall hollow.

Picture on left shows
the WingIt as it would
look inserted into the
wall.  Grab bar can
then be removed.

     Picture on left shows the WingIt after it is
      pushed through the wall.  The wings are
      automatically actuated as they spring out.

Picture on left shows the inside of the wall after
the WingIt and Grab Bar have been installed.

For Technical Support & Installation
Advice:  Please call Toll Free

(877) 8WINGITS or (877) 894-6448
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13) Pull out on the screw and tighten by
      hand.  Then use a screwdriver and
      tighten firmly, compressing the wall
      substrate. When using a cordless  drill,
      use a clutch setting.
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8) Attach WingIts to the grab
     bar (picture on left).

9)  Remove the waterproof tape
      from the back of the
      WingIts (picture on right).
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Picture 13 (left) shows a WingIt attached to the
wall  and ready for the grab bar to be installed.

WINGIT GRAB BARS MOUNT
WITH 2 SCREWS -
TOP &  BOTTOM

At this point the screw should be attached to the WingIt so that the
screw is flush with the back of the WingIt. If it is not flush, remove
the screw and insert it into the WingIt and tighten five complete
revolutions. The screw will then be flush with the back of the WingIt
and ready to be popped open into the wall hollow (step 12).

<Do Not Overtighten>
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